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NOTES:

NEW VERIZON WIRELESS 30 KW KOHLER EMERGENCY
BACKUP GENERATOR, WITH A 150 GALLON DIESEL
FUEL TANK, MOUNTED ON A NEW 5'-0" X 8'-0"
CONCRETE SPILL CONTAINMENT PAD LOCATED
OUTSIDE EXISTING LEASE PREMISES. SEE SHEET A-2
FOR DETAILED SITE PLAN.

(2) EXISTING VERIZON WIRELESS 13'-4' X 25'-4' EQUIPMENT
SHELTER AND LOCATION OF NEW VERIZON WIRELESS
WALL MOUNTED AUTOMATIC TRANSFER SWITCH.

@ EXISTING VERIZON WIRELESS 35' HIGH MONOPALM
WITH (4) PANEL ANTENNAS PER SECTOR, (2)
SECTORS, (8) ANTENNAS TOTAL.

EXISTING VERIZON WIRELESS UTILITY TRENCH WITH
3' WIDE UTILITY EASEMENT.
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OUTSIDE EXISTING LEASE PREMISES.

NEW VERIZON WIRELESS WALL MOUNTED AUTOMATIC e
TRANSFER SWITCH LOCATED INSIDE EXISTING VERIZON T

WIRELESS EQUIPMENT SHELTER. CONTRACTOR TO

VERIFY IN FIELD FOR EXACT MOUNTING LOCATION.

NEW VERIZON WIRELESS 5' WIDE NON-EXCLUSIVE B Y ST

EXISTING VERIZON WIRELESS 13'-4" X 25'-4' EQUIPMENT
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WALL MOUNTED AUTOMATIC TRANSFER SWITCH.

@ EXISTING VERIZON WIRELESS 35' HIGH MONOPALM.
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Alternator Specifications - | a Application Data Controller FAX: 949-297-4788

SCALE: NT5,

NOT USED

s NEMA MG1, IEEE, and ANSI standards compliance for

Model: S0REOZJC-VER __ _
Ificati ternator ; i
. ' pecTicatlons =L temperature rise and motor starting. Cooling
KOHLER POWER SYSTEMS Manufactirer onler ® Sustained short-circuit current of up to 300% of the rated Radlator System
. o - (-]
& Diesel Type 4-Pole, Rotaring-Field current for up to 10 seconds. P Ambient temperature, *C (°F) 50 (122)

ENGINEER:

Exciter type Brushless, Permanent-Magnet o Sustained short-clreuit current enabling downstream ciroul Engine jacket water capacity, L (gal.) 26 (0.7
Voltage regutator Solid State, Volts/Hz u ~Cli ’ creu
ge reg breakers to trip without collapsing the alternator field. Radlator system capactty, Including
Standard Featu res Insuiation: NEMA MG1 ‘ ‘ engine, L (gal.) 11.4 (3.0
U)m Material Class H e Seif-ventilated and dripproof construction. Engine jacket water fiow, Lpm (gpm) ) 91 (24)
——— n.- Wy . " ' . . B
NATIGHALLY REGISTERED + Kohler Co. provides one-source responsibility for the Bearing: quantity, type 1, Sealed ® Vacuum-impregnated windings with fungus-resistant epoxy Heat rejected to cooling water at rated
generating system and accessories. Coupling Fiexible Disc varnish for dependability and long life. : kW, dry exhatst, kW (Btu/min.) 24.8 (1412) . KPC 1000 Controller Features
e The generator set and its components are Amortisseur windings Ful e Superior voltage waveform from a two-thirds pitch stator and Water pump type Centrifugat » Audlovisual annunciation with NFPA 99 and NFPA 110 capabiiity
prototype-tested, factory-built, and production-tested. Voltage reguiation, no-joad to fullkload +1% Average skewed rotor, Fan diameter, including blades, mm (in.) 597 (23.5) * Muiti-iine digital data display and keypad to access data
& The 80 Hz generator set is UL 2200 fisted. One-step load acceptance 100% of Rating e Fast-Response™ If brushless alternator with brushless Fan, ka. (HP) 2.9(39) & 12. or 24-voit DC engine electricat system capability
. Unbalanced load capabllity 100% of Rated exciter for excellent load response, . Mawx, restriction of cooling alr, intake and ® Graphlc liquid crystal display (LCD) with 128 x 64 pixet resolution and
e The generator set accepts rated [oad in one step. Standby Current discharge side of radiator, kPa (in. HoO) 0.125 (0.5) backlighting
. ' Seaited six-button keypad
e The 80 Hz generator set meets NFPA 110, Level 1, : 59 g : *
wheg o Z9 ; > ove Peak mator stasting kVA (35% dip for voltages beiow) Operation Requirements ® Ten bi-color (yefiow warning and red shutdown) fauilt or green status
guipped with the necessaty accessories and 208V 495 121 - indicating LED Eahts
jnstalled per NFRA standards. 4 Air Requirements ng J
240V 4085 95 Radiator-cooled cooling & ® Red failure (fault) shutdown LED
, . - g air,
. 'CT:Te ge(;erator set compi;es with 1SO 85r2f8-5, Application Data m3fmin. [SCAm)E 96 (3400) ® Three-butten master switch: Auto, Off {Reset), Run
ass (2, requirements for transient performance. : . . .
4 P . pp ~ . . Cooling air required for generator set & Alarm horn with sifenz?e switch function
# The generator set engine is cenified by the Engine Engine Eiectrical when equipped with city water cooling or ¢ Upgradeable appfication code
Environmental Protection Agency (EPA) to conform to Enalne Speclf Engine Electricaf System remote radiator, based on 14°C (25°F) & RS-485 connector for serial data communication , :
interim Tier 4 nonroad emissions regulations. ngine Specifications 2 - 4 rise and amblent temp. of 29°C (85°F), - & Password-protected programming mode ' SITE INFO:
Manufacturer John Deere Battery charging aiternator: m¥/min. (cfm) 48 (1700) :
® A five-year basic limited warranty covers alf systems : . . * PC interface Software for monitoring, adiustment, and upgrades : — . .
and co¥n onents Engine model 4024TF281 Ground {negative/positive) Negative - Combustion air, m¥min. (cfm) 3.0 (106) * Faults:
P ' . o Engine type 4-Cycle, Turbocharged Volts (DC) 12 : Heat rejected to ambient alr: o Auxiliary fault SITE NAME:
® Theunique Fast-Response ™ ll excitation system Cylinder arrangement 4 intine Ampere rating . 70 i Engine, kW (Btu/min.) 8.6 (490) g Eé%;gai}ﬁtinggzriture 7
delivers excellent voltage response and short circuit Displacement. L {cu. in.) 2.4 (149) Starter motor rated voltage (DC) 12 ; 3 9 g —
capability using a permanent magnet (PM)-excited placement. L (cU. In. ' : 9 ) Altemator, kW {Btu/min,) 4.4 (250) o tow ol pzress'ure[
alternator. Bore and stroke, mm (in.) 86 x 105 (3,39 x 4.13) Battewbr(g!;?mmended cold cranking . . i Alrdensity = 1.20 kg/m? (0.075 ibryf) 0 Oc\)/\:rg?:n?(m eve .
) Compression ratic 20.5:1 amps ( : g o Ove 4 -
® Thelow coolant level shutdown prevents overheating. Quantity. CCA ratin One. 640 rspee
i ivib I f Piston speed, m/min. (ft/min.) 375 (1230) 4 ¢ ’ Fuel Consumption o Overvoltage .
# integrai vibration isolation eliminates the need for ; - quanti 5 Replaceabie Insert Baitery veltage (DC) <12 ] o Undervoitage :
under-unit vibration spring isofators, Maln bearings: quantity, type » repiacEaie i Diesel, Lph (gph) at % load Standby Rating o Overfrequency
Rated rpm 1800 Fuel . 100% . 106 (2.8) o Underfrequency :
. Wm (BHP ' o Low battery voltage .
St et i o Fusl Syt o 20 @ 2 High barey voege | | siTE ADDRESS:
. o )
Cy nke; ﬁe ° atmé o ? . Fue! supply line, min, iD, mm {in.) 11.0 (0.44) 50% 58 (19 : :
e - 0, .
rankshalt mater ron Fuel return fine, min. 10, mm (in.) 6.0 (0.25) 25% 39 (1.0 : 4230 WHITE LILAC RD
Vaive material: Max. ift, engine-driven fuel pump, m (ft) 30 (10.0) ' ' ‘ ‘
Ghromium-Sii o o 2 : |
Intake nromium-Silicon Steel Max. fuel fiow, Lph (gph) 99 (26.1) i FALLBROOK: CA 92028
Exhaust Stainless Steel R ) : .
Fuel prime pump Manual : .
Governor: type, make/madel Electronic, Fuel fiiter
Stanadyne/Unit Pump
. . KOHLER CO., Xohler, Wisconsin 53044 LUSA . —— .
Frequency reguiadon, no4oad to full-load sochronious Secondary 5 Microns @ 98% Efficiency Phone 920-565.3381, Fax 920-459-1646 ) ' -
Frequency reguiation, steady state +0.25% Water Separator Yes - For the nearest saies and service cutiet in the SI ‘EET TITLE?
. Recommended fuet #9 Diesel US§ and Canada, phone 1-800-544-2444 .
Frequency Fixed KohjerPower.com )
Air cleaner type, afl models Dry Lu brication
. ' Lubricating System
Generator Set Ratings Exhaust — GEN FR A l OR
Exhaust System Type Wi Pressure

s 103;0 Risie - Exhaust manifold type Dry Of[ pan capacfty, L, (qt) 737 ) .
tandby Rating Exhaust iow at rated kW, m¥min. (cfm) 8.0 (283} Oit pan capacity with fifter, L (qt.) 8.2 (8.7) \ ) . SP EC l F l C l O 5

Alternator Voltage Ph Hz  KW/KVA Amps . : o . ;
‘ Exhaust temperature at rated kw, dry Oit filter: quantity, type 1, Cartridge
4P5 120208 3 60 3038 104 ‘ exhaust, °C (°F) 552 (1026) Ot coaler Water-Cooled _
405 120/240 1 60  30/30 125 . Madmum aliowable back pressure, : . o
’ ) kPa (n. Hg) 7.5 (2.2) - DRANING ENFO

RATINGS: Alithree-phase und tod at 0.8 powarfacion Allsingle-phase ualts are ratest at 1.0 power facior, Standby Aatings: Standby ratings apply 1o instalialions served by areliable usilly source, The i H L 3 y "
standiy raibxgésa;:p!?gabla 10 varying foads o 16 duralion of & power outags, Thars & no overioa by fr s g, Palnigs a1 accordance win SO-3046f, BS 5914, AS275S, g}fﬁr 27, Frimo iﬁ‘sﬁ:ﬂ outiet size at engine hookup, 635 (25) . . _
Powsr Aatings: Prime power ratings apply to instaliations where ulifity power is unavailable or unreliable. Atvarying load, the number of generator sst operating hours is unlimita o capacity is . . . . . . : DNG NAM E . DRANN BY.

available for ono hour in twolve, Ratings are in accordance with 1S 0-8528/1, overioad power in acoordance with 1IS0-8046/1, BS 5614, AS 2789, and DIN 6271, For fimited running time and base load ratings,
oonsui tha facicry. Cbtain the technical information bufletia (r IB-101) on satngs guidslines for tha compiete ratings definiions. The ganerator sef manufasturer reserves the fighf to change the design or
speoifications withoui notice and withou! any obligation or lisbidly whatsosver, GENERAL GUIDELINES FOR DERATION; Aftitude; Derate 0.5% per 100 m {328 11} elevation above 2100 m (6890 ft.j.

Yemporature: Derate 1.0% por 10°C {18°F) lemperature above 25°C F7°F). . MY

G5~337 (SORECZJC-VER) 1/03b G5-337 {J0REOZJIC-VER) 1/08b . ) G5-337 {SORECZIC-VER) 1/08b

GENERATOR SPECIFICATIONS



